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KREA

57 cm

Melamine top: 25 mm of thickness. Recoated chipboard with melamine of 120 grs/m2 in 
both faces with a density of 630 Kg/m3 ± 5 %. 

STANDARD EDGES + RUBBER: ABS edges all around the top with a bevel of 
2 mm. Edges are fixed with melted glue and rounded in shape. 
They include a black shock-absorbing rubber profile, centered along the full 
thickness of the tabletop. It is attached to the edge using a groove and glue.

STANDARD EDGES: ABS edges all around the top with a bevel of 2 mm. 
Edges are fixed with melted glue and rounded in shape.

Tops are fixed to the frame of the desk with DIN 7380 M6x16 screws.

Structure has 4 fixing drillings for the top.

5 cm round edges.

Paper-stopper lip: is included to prevent papers from falling, made of a rectangular 
aluminum profile with plastic end caps on each side.

Finish: silver. 

LOWERED PAPER-STOPPER RAISED PAPER-STOPPER

FOLDING TABLETOP:

Graphite Maple

Black Beech

White Pear

Grey Wengue

Dark acacia

Dark oak

Light acacia

Oak
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KREA

RAL 9005RAL 9016 RAL 9006

 MOBILE HEIGHT-ADJUSTABLE FRAME:

BlackWhite Silver

FINISHES:

Frame composed of:

TOP PART: of the column, which incorporates the mechanism to tilt the tabletop from 0° to 90°.

COLUMN: height adjustable using a pneumatic mechanism. 
Made of 2 round aluminum tubes with a thickness of 1.5 mm. 
The lower tube has a Ø70 mm, and the upper one has a Ø77 mm.

BASE: aluminum sides and a steel crossbar. The assembly to the column is with M6 screws.

HANDLE:  white or black plastic. 
It is fixed under the tabletop using 2 ALLEN M6x16 screws.

It has two levers:

1. Tilting mechanism: activates the Ø 2 mm braided steel cables with black 
sheaths to tilt the tabletop from 0° to 90°.

2. Height mechanism: activates the pneumatic system to raise and lower the 
table. Minimum height: 74 cm - Maximum height: 109 cm.

Base

Casters

Column

Top part
Handle

4 black swivel CASTERS of Ø 50 mm made of polyurethane with a pin of Ø 10 mm.

	 - 2 casters with brakes and 2 without brakes.

	 - Caster load capacity: 15 Kg. (60 Kg total)
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KREA

60 cm

31 cm

Melamine: 19 mm of thickness. Recoated chipboard with melamine of 120 grs/m2 in both 
faces with a density of 630 Kg/m3 ± 5 %.  
ABS edges of 2 and 0,8 mm fixed with melted glue and rounded in shape.

OPTIONAL COMPLEMENTS

MODESTY PANEL:

Graphite Maple

Black Beech

White Pear

Grey Wengue

Dark acacia

Dark oak

Light acacia

Oak

5 cm round lower edges.

Fixed to the table structure with a 3 mm steel bracket painted in epoxy paint silver  
(RAL 9006), white (RAL 9016) or black (RAL 9005), and 6 Allen screws with M6 thread.
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KREA

82 cm

7,5 cm
17,5 cm

OPTIONAL COMPLEMENTS

PRIVACY PANEL:

Recycled PET panel. Density 2,40 (kg/m2)± 10 and 8± 0,6 mm thick through digital cutting.

Noise absorption 0,45 (MH) αw. 

FINISHES:

Graphite Black Beige BrownLight grey Dark grey

It is fixed to the tabletop using clamps made of 3 mm thick cold-rolled steel sheet, painted 
with epoxy paint in silver (RAL 9006), white (RAL 9016), or black (RAL 9005), and a knob with 
M5 thread.
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KREA

87

61,2

74

60 ± 87

80

78

39

MEASUREMENTS (cm)

VERSIONS

Clean the table and its components with a soft cloth and neutral detergent.

CARE INSTRUCTIONS
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