
“MARCO”; SEAT AMD BACKREST

WOOD

· Seat and backrest made of laminated 9 ply-wood, with a total width of 

10mm.

· Available finishes: natural beech, pear, blue and green. Polyurethane 

varnish.

· Assembling by M6 screws.

UPHOLSTERED

· Polypropylene seat and back; metal insert nuts.

· Black textured polypropylene seat and back shells.

· Polyether foams: (Density: seat 30 Kg/m³; back 25 Kg/m³).

· Assembling by M6 screws.

· Upholster with all tissues or our fabric folder possible.

PLASTIC

· Polypropylene seat and back. Available finishes: black, blue, green, red and

yellow.

· Assembling by self-tapping screws (seat) and by pressure (backrest).

MIXES

· Polypropylene seat with metal insert nuts.

· Polyether foams: (Density seat 25 Kg/m³)

· Black textured polypropylene seat.

· Assembling by self-tapping screws (seat) and by pressure (backrest).

METAL FRAME 

· Steel metal frames finished in black textured epoxy paint, silver (RAL 

9006), graphite or chrome.



· Available with arms or arms + writing tablet.

FIXED CHAIR

· Ø 30 x 1,5 oval and 0 16 x 1,5 round tube metal frame.

· Stackable up to 12 chairs (without arms) and up to 10 (with arms).

FIXED CHAIR WITH ARMS + WRITING TABLET

· Ø 30 x 15 x 1,5 mm. oval tube, Ø 16 x 1,5 mm. round tube and 15 x 15 

square solid tube frame.

· Fixed chair with arms and writing tablet is stackable up to 2 chairs.

· Black polypropylene clipped tablet and black textured polypropylene ball-

and-socket joint.

MARCO BEAMS

· Ø 30 x 15 x 1,5 mm. oval and 16 x 1,5 mm. round steel tubes welded to a 

metal plate. It consists of an independent bracket to subject the frame 

to the beam bar with M8 screws. 

· The five-seat bar beam is made of a 80 x 40 x 2,5 mm. steel square tube.

· All components in black textured epoxy paint, except for the legs, which 

can either be finished in black textured epoxy paint or chrome.

· Black textured polypropylene plastic components.


